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Copper and zinc form an important group of hydroxycarbonate minerals that include zincian 
malachite, aurichalcite and rosasite.  Georgeite also belongs to this mineral family but little is known 
about it, due to its exceptional rarity, low purity, instability and highly disordered nature. Zincian 
malachite1,2, aurichalcite3 and rosasite1,2 are catalyst precursors for methanol synthesis and the low 
temperature water-gas shift (LTS) reaction, which are important for the production of chemical 
intermediates4-6. Precursor phases strongly influences the activity of the final catalyst with zincian 
malachite being the desired phase1,2,7-9. Its preparation by co-precipitation involves the transient 
formation of amorphous georgeite10, which then transforms rapidly to crystalline malachite. This 
method often, but not exclusively11E, uses Na2CO3 that introduces Na+, which can be a poison for 
catalysis. The inability to synthesise stable georgeite, or even to find mineralogical examples of 
georgeite with high purity, has led to it being largely ignored12. We have previously shown that well-
mixed copper manganese oxides can be prepared by supercritical anti-solvent (SAS) precipitation 
using CO2.13 The high diffusion rates and solvation power of supercritical carbon dioxide (scCO2) used 
in SAS, rapidly expand and supersaturate solutions, leading to highly disordered materials; we 
considered that this approach could be adapted to synthesise copper zinc hydroxycarbonate 
precursors with low Na+ content. Here we show that stable georgeite can be synthesised using 
scCO2as an anti-solvent in a precipitation process14. This synthetic georgeite is a precursor to highly 
active methanol synthesis and LTS catalysts that display in the latter case superior stability to 
comparable catalysts prepared from crystalline malachite.  
We investigated the SAS process using copper(II) acetate solutions, with the precipitates being 
characterised by XRD and FT-IR (Extended data Figure 1) . The use of ethanol as solvent produced 
amorphous copper(II) acetate. Addition of 5vol% water as a co-solvent produced a blue precipitate 
with an IR spectrum exhibiting a broad -OH band at 3408 cm-1. This IR signature is very different from 
malachite and closely matches the spectrum used to identify the rare georgeite phase10. As with 
mineralogical georgeite, the phase produced was amorphous by XRD. ICP-MS and CHN analysis 
(Extended data Figure 2) gave an ideal formula of Cu7(CO3)5(OH)4.5H2O, with helium pycnometry giving 
a density of 3.1 g cm-3 for the SAS-prepared georgeite . Slight variations in composition are anticipated 
for an amorphous phase15, and hence we consider that the CHN analysis closely matches the 
Cu5(CO3)3(OH)4.6H2O formula reported for georgeite10 . The SAS-prepared and mineralogical forms of 
georgeite both have a higher CO32-/Cu2+ molar ratio than malachite (with CO32-/Cu2+ values of 0.7, 0.6 
and 0.5 respectively). This differs from previous studies that asserted georgeite and malachite 
(Cu2CO3(OH)2) were iso-compositional16, as georgeite rapidly transformed into malachite. Such 
instability was not observed for SAS-prepared georgeite, as the rapid solvent extraction produced 
georgeite that was effectively dry from the point of precipitation. This limits contact with water, which 
facilitates the ageing process and transformation to malachite. Next we investigated the SAS 
precipitation of mixed copper and zinc acetate (2:1 and 1:1 Cu:Zn) solutions, which formed zincian-
georgeite (having 2:1 or 1:1 Cu:Zn ratio by ICP) with a near identical density (Extended data Figure 2), 
IR spectrum and XRD pattern (Extended data Figure 1) to that of copper-only georgeite, with no 
additional phases, e.g. smithsonite (ZnCO3), discernible by XRD. STEM analysis (Extended data Figure 
3) of zincian georgeite (analysis of georgeite not possible due to its instability under vacuum) 
predominantly showed amorphous material, although a small volume fraction (<10 vol%) of sub-2nm 
CuOx crystallites were observed.  In addition, the SAS-derived zincian georgeite has few impurities (e.g. 
Na+ ions) present, (Extended data Figure 2).  
It was therefore possible to synthesise stable zincian georgeite by SAS in sufficient quantities to allow 
further exploration of its properties. The catalytic performance of Cu/ZnO, derived from zincian 
georgeite, for the methanol synthesis and LTS reactions was evaluated. For comparative purposes a 
zincian-malachite precursor was synthesised by co-precipitation (see methods) as this is considered 
the optimal precursor for model Cu/ZnO catalysts2.  Catalysts used in this study were not stabilised 
with alumina, an important promoter and stabiliser of the commercial catalyst17,18. Prior to use, the 
precursors were calcined to remove the carbonate followed by in-situ reduction to form the active 
catalyst. Thermal gravimetric analysis (TGA) with evolved gas analysis (EGA) was performed (Figure 1) 
to determine the optimal calcination temperature. SAS-prepared georgeite has a significantly different 
mass loss profile to malachite, with georgeite exhibiting three distinct mass losses and malachite a 
single mass drop loss associated with concurrent removal of H2O and CO2. The multi-step 
decomposition of georgeite and zincian-georgeite (1:1 Cu:Zn sample shown in Extended data Figure 
2) can be separated into three regions: H2O loss at 80-100°C, H2O and CO2 loss at 190-210°C and CO2 
alone at 315-420oC (carbonate decomposition). Based on the TGA analysis the precursors were 
calcined at 300oC in air for 6h, as this is below the temperature associated with CO2 evolution and 
residual carbonate species have been shown to improve the activity of methanol synthesis catalysts19. 
The calcined material was then reduced in-situ in dilute hydrogen at 225oC.   
The activity of these model catalysts (Figure 2) was contrasted with that of commercial catalysts. For 
both reactions the catalyst derived from SAS-prepared zincian-georgeite was more active than those 
formed from zincian-malachite and the standard commercial catalyst, although the enhancement in 
activity observed for methanol synthesis, with its significantly higher Cu surface area normalised initial 
productivity (Extended data Figure 4), was short lived. However, for the LTS reaction the SAS-prepared 
zincian-georgeite derived catalyst was far more active and stable over the entire test period. Indeed, 
the enhanced activity was apparent at all contact times investigated (Figure 2). The availability of 
stable zincian-georgeite as a precursor gives access to highly active copper-zinc oxide catalysts. This 
LTS activity and stability can be maintained with 50% less Cu when using a catalyst derived from a 1:1 
Cu:Zn georgeite (Extended data Figure 4). 
We decided to probe the structure of georgeite to understand the origins of the enhanced activity. 
Due to the stability and large quantities of SAS georgeite produced, we were able to apply a range of 
advanced characterisation techniques and make comparisons to known phases. X-ray absorption 
near-edge structure (XANES) data for Cu-only georgeite and malachite precursors (Figure 3a) indicates 
that both materials have Cu present as Cu2+ in a distorted octahedral environment,20 in agreement 
with diffuse reflectance UV-Vis spectroscopy (DRS) and extended X-ray absorption fine structure 
(EXAFS) data (Figure 3 b, Extended data Table 1). However, both UV-Vis and XANES analysis suggests 
subtle differences in coordination geometries exist between georgeite and malachite. The optical 
band associated with metal centre(s) in georgeite was located at 770 nm in DRS, whereas the 
combined bands from the two crystallographic Cu centres in malachite occur at 825 nm21.  
Although XANES data for georgeite and malachite are similar, there are clear differences in the EXAFS. 
The Fourier traŶsforŵ of the EXAFS χ data ;Figure ϯďͿ shoǁ Đlear differeŶĐes at larger ‘ ;>ϮÅͿ, ǁith 
malachite having contributions further out, correlated to the scattering effects of Cu-Cu neighbours. 
Conversely the georgeite EXAFS data has very few features beyond 2Å and no evidence of metal-metal 
correlation. The addition of Zn did not affect metal geometry in georgeite with no discernible changes 
in the Cu EXAFS data or Zn K-edge XANES or EXAFS χ-plots of zincian georgeite, indicating no evidence 
of impurity phases such as ZnCO3 (Extended data Figure 5). 
X-ray pair distribution function (PDF) analysis, which does not suffer from scattering path phasing 
phenomena, was used to further probe the short-to-medium range order. The PDFs of georgeite and 
zincian-georgeite have strikingly similar strong short-range order (up to 5Å) (Figure 3d); with subtle 
differences between 5 and 10Å and less long-range order in the georgeite. The extended order 
observed by Zn addition could be responsible for the enhanced stability of zincian-georgeite prepared 
by co-precipitation16. A comparison of the georgeite PDF with a calculated PDF of malachite22 (Figure 
3e) shows that georgeite is not simply a nano-scale form of malachite, as noted for other amorphous 
minerals such as FeS23. The complete absence of the 15.27Å correlation between crystallographically 
identical Cu atoms in georgeite shows local ordering operates well below the length-scales associated 
with the malachite unit cell. PDF matching to other copper phases such as aurichalcite24, azurite25 and 
rosasite26 confirmed that georgeite was a distinct material from any known copper hydroxycarbonate 
(Extended data Figure 5).  
The development of the final Cu/ZnO catalyst involves the 300 °C calcination of zincian-georgeite and 
malachite precursors to form CuO/ZnO intermediates, followed by reduction to form the active phase. 
We now show that the final state catalysts exhibit a chemical memory of their precursors and calcined 
intermediates, as the microstructure of materials produced on calcination and reduction reflect the 
structural characteristics of their precursor phase.  
Calcination of SAS prepared zincian-georgeite produced disordered 3-4 nm nanocrystalline CuO/ZnO 
as observed by STEM and PDF analysis (Extended data Figure 6 and 7). The extent of the disorder 
resulted in XRD and XANES analysis showing no discernible metal oxide contribution, although subtle 
changes in the EXAFS were observed (Extended data Figure 8).  Disordered CuO species have been 
previously reported to have Cu edge XANES data that fit with a Jahn-Teller distorted octahedron, as 
with the calcined zincian georgeite27. This nanocrystallinity was found to persist until the residual high 
temperature carbonate decomposes to form XRD discernible CuO and ZnO phases above 425°C. 
(Extended data Figure 7) Conversely, calcination of zincian malachite at temperatures greater than 
300°C produced crystalline, XRD and XANES observable, CuO and ZnO phases (Extended data Figure 
7). A linear combination fit of the XANES data showed that 60% of the 300°C calcined zincian malachite 
(Extended data Figure 8) was associated with CuO and ZnO, whereas these phases were not present 
in the calcined zincian-georgeite. STEM showed that 300 °C calcined zincian-malachite (Extended data 
Figure 6) was comprised of CuO and ZnO grains with much longer range crystalline order than the 
corresponding calcined zincian-georgeite.  
The nanocrystalline nature of calcined zincian-georgeite translates to a high Cu surface area (53m2g-1) 
and small mean Cu crystallite size (7.4±0.7nm) when the material is reduced. Environmental 
transmission electron microscopy (ETEM) carried out under reducing conditions shows a complex 
mixture of Cu particles and exceptionally small disordered ZnO grains (2.8±1.6nm mean ZnO crystallite 
size by XRD), with significant Cu-ZnO interaction (Figure 4). By comparison, the more crystalline 
zincian-malachite derived CuO/ZnO had a lower Cu surface area (35m2g-1) and a microstructure 
comprised of discrete larger Cu (mean crystallite size of 14.2±3.8nm by XRD) and ZnO (mean crystallite 
size of 5.6±3.6nm by XRD) particles. This difference in Cu and ZnO particle size and structural order is 
reflected in the smaller Cu-Cu and Zn-Zn coordination numbers, noted for the zincian-georgeite 
derived catalyst from in-situ EXAFS analysis (Extended data Figure 9). On a macroscopic level strong 
Cu-ZnO metal support interaction, as evidenced by XPS observations of partial ZnOx coverage of Cu on 
reduction7, was observed for both catalysts (Extended data Figure 9). However, ETEM shows 
considerably more Cu-ZnO interface present in the catalyst derived from disordered zincian-georgeite.  
Methanol synthesis activity is well known to strongly correlate with copper surface area28. In addition, 
high Cu-ZnO interfacial area has previously been reported to produce highly active methanol synthesis 
catalysts29, with the active site associated with surface defect Cu-sites decorated by Zn7. Under 40h of 
LTS conditions copper surface areas were shown to decrease markedly for both zincian-georgeite (53± 
3m2g-1 to 17±1m2g-1) and zincian-malachite (38±2m2g-1 to 19±1m2g-1) derived catalysts. Clearly initial 
Cu surface areas do not adequately correlate with activity of the catalysts.  The combination of higher 
exposed Cu content and intimate interface contact between Cu and ZnO, inherited from the zincian-
georgeite precursor, provides an explanation for the high activity of this catalyst. The SAS method 
produces very pure zincian-georgeite with low Na+ ion content that does not require an aqueous 
washing step. This high purity could also be a contributing factor to both the high activity and stability 
of the zincian-georgeite derived LTS catalyst. 
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Figures captions 
 
Figure 1. Thermal gravimetric analysis (TGA) with evolved gas analysis (EGA) of georgeite and 
malachite. (a) TGA of georgeite (black solid line), zincian georgeite (red solid line), malachite (black 
dotted line) and zincian malachite (red dotted line). (b) EGA of georgeite (black lines) and zincian 
georgeite (red lines). (c) EGA of malachite (black lines) and zincian malachite (red lines). In both (b) 
and (c), the solid lines indicate CO2 (mass 44 fragment) and dashed lines H2O (mass 18 fragment).  
 
Figure 2. Catalyst test results: (a) Mass normalised time-on-line methanol productivity; (b) CO 
conversion for LTS reaction time-on-line ((…) represents maximum equilibrium conversion); (c) LTS 
conversions at different gas-hourly-space-velocities. LTS mass normalised data, Cu mass normalised 
productivities/activities, initial Cu surface area normalised productivities/activities and product 
impurities are shown in Extended data figure 4. Key: (---) shows representative methanol synthesis 
reactor bed temperature; () zincian georgeite derived catalyst; () co-precipitated zincian malachite 
deriǀed Đatalyst ;□Ϳ iŶdustrial staŶdards ;ŵethaŶol syŶthesis Đatalyst ĐoŵpositioŶ ďy ǁt% is 
CuO:ZnO:Al2O3 = 60:30:10, LTS catalyst composition by wt% is CuO:ZnO:Al2O3 = 50:33:17). Reaction 
conditions for methanol synthesis: 190-250 °C (shaded area shows reaction under equilibrium 
conditions at 250°C), 25 bar, gas composition CO:CO2:H2:N2 = 6:9.2:67:17.8, MHSV = 7200 Lkg-1h-1. All 
selectivities to methanol >99.96%.   Reaction conditions for LTS:  220°C, 27.5bar, gas composition 
H2O:CO:CO2:H2:N2 = 50:2:8:27.5:12.5, MHSV = 75000 Lkg-1h-1.  
 
Figure 3. X-ray adsorption fine edge spectroscopy (XAFS) and X-ray pair distribution function (PDF) 
analysis. (a) Cu K-edge XAFS information on local structure; malachite (red line), georgeite (black line). 
(b) Fourier transform of extended X-ray adsorption fine edge spectra (EXAFS) using fitting parameters 
for malachite and georgeite. The fit was modelled on 4 shorter Cu-O bond distances and 2 longer Jahn-
Teller distorted Cu-O bond distances (Extended data table 1). (c) UV-vis spectra with centres of d-d 
transition bands marked; malachite (red line), georgeite (black line) (zincian phases in Extended data 
figure 5a). (d) Comparison of X-ray PDF data for georgeite and zincian georgeite. (e) i) Observed PDF 
G(r) data of georgeite. ii) Calculated PDF data of malachite, together with the partial contributions 
from the most strongly contributing atom pairs; C–O (red), Cu–O (green) and Cu–Cu (blue). Dotted 
line represents a contribution from crystallographically equivalent Cu atoms.   
Figure 4. Microstructure of the reduced georgeite and malachite precursors characterized by ETEM in 
2mbar H2 at ϮϮϱ˚C. Both saŵples reǀeal distiŶĐt Cu ŶaŶopartiĐles distributed on ZnO as confirmed by 
FFT analysis. The reduced malachite sample generally has larger Cu nanoparticles compared to the 
georgeite sample. A substantially greater Cu-ZnO interaction exists in the georgeite-derived sample 
compared to the malachite-derived catalyst during in -situ reduction. The georgeite sample has a 
complex mix of Cu and poorly defined ZnO (as revealed by diffuse rings in the large scale FFTs) 
compared to the better defined phase-separated Cu and ZnO within the malachite-derived catalyst. 
The oxidation state of Cu was monitored by means of EELS (Extended data 10) which revealed that Cu 
was in its metallic state for both samples under the in-situ reduction conditions. 
Extended Data Figure 1| FT-IR and XRD characterisation of SAS Cu and Cu/Zn acetate precipitates. 
Sample key: (i) SAS prepared copper acetate,(ii) SAS prepared georgeite, (iii) malachite prepared by 
co-precipitation, (iv) 2:1 Cu:Zn malachite prepared by co-precipitation,  (v) SAS prepared 2:1 Cu:Zn 
georgeite,  (vi) SAS prepared 1:1 Cu:Zn georgeite, (vii) SAS prepared zmithsonite (ZnCO3). a,  XRD 
analysis of Cu only samples. b, FT-IR of Cu only samples. c, FT-IR band assignment of Cu only samples 
with (ref) designates as received copper (II) acetate monohydrate. * The presence of this band shows 
that SAS precipitation with no additional water co-solvent produced some georgeite as well as 
amorphous copper acetate. We attribute the formation of georgeite to the small amount of water 
present from the monohydrated starting salt. d, IR spectrum of mineralogical georgeite, reproduced 
with the permission of the Mineralogical Society of Great Britain and Ireland from Bridge et al.10.e, FT-
IR spectra of Cu:Zn samples. f, XRD of Cu:Zn samples. 
 
Extended Data Figure 2| Composition of and Cu and Cu:Zn samples with supplementary TGA 
analysis. a, Elemental composition of SAS georgeite and co-precipitated malachite samples. Elemental 
composition was determined by CHN analysis and ICP-MS. Densities were determined by helium 
pycnometry.a Values from reference 10. .b Values from reference 16 . * Density determined by sink-
float (SF) method. Helium pycnometry used in the current study provides a skeletal density that 
negates buoyancy effects. b, Comparison of experimental and calculated mass losses for georgeite 
and malachite from TGA measurements. * Calculated from assumption of final products being 2:1 
CuO:ZnO. The lower than expected mass losses for the zincian phases could be associated with Cu2+ 
inclusion in the ZnO lattice. c, TGA analysis of 2:1 Cu:Zn georgeite (red line) and 1:1 Cu:Zn georgeite 
(black line).  
Extended Data Figure 3| Representative (a) DF-STEM and (b) BF-STEM micrographs of the zincian 
georgeite precursor. The general morphology of the zincian georgeite precursor is shown the DF-
STEM micrograph presented in Figure 5S(a).  It typically consists of very characteristic irregularly 
shaped agglomerates, about 100-Ϯ00Ŷŵ iŶ diaŵeter, of ͚aŵorphous͛ ~ϰ0Ŷŵ sĐale ŶoŶ-facetted 
particles. Closer inspection by BF-STEM, as presented in Figure 5S(b), shows that these latter particles 
consist of an amorphous matrix phase in which are embedded largely disconnected sub-2nm 
crystallites of ordered material exhibiting clear lattice fringes. The amorphous matrix, probably 
containing the carbonate and hydroxyl species, is by far the majority phase, while the nanocrystallites 
make up less than 10% by volume of the material. This observation is consistent with our other 
characterization data as signals from the matrix phase would dominate the XAFS analysis, whereas 
the nanocrystallites are too small in dimension to be detected by XRD.  Analysis of fringe spacings and 
interplanar angles from individual nanocrystallites from such images suggest that some of the grains 
could be CuO (tenorite, where the Cu is 4-fold co-ordinated by O), while others fit better to Cu2O 
(cuprite, where the Cu has a coordination number of is 2). No convincing lattice fringe matches to 
either ZnO, or ZnCO3 could be found.   
 
Extended Data Figure 4| Additional Catalytic testing for methanol synthesis reaction and LTS 
reaction. 2:1 Cu:Zn georgeite, 1:1 Cu:Zn georgeite,  industrial standard and  2:1 Cu:Zn 
malachite (this test was terminated after 190 °C temperature stage, due to poor activity). Methanol 
synthesis data normalised to total mass (a) and Cu mass (b), at 190 to 250 ° C.  (--) shows 
representative reactor bed temperature. Reaction conditions: temperature shown by dashed line, 25 
bar pressure, gas composition CO:CO2:H2:N2 = 6:9.2:67:17.8, MHSV = 7200 L kg-1 h-1. c, Concentration 
of the by-products from the methanol synthesis reaction collected in the condensate pot after 
reaction. Concentrations determined by GC analysis. Comparison of catalyst activities for LTS reaction 
normalised to total catalyst mass (d) and Cu mass (e). Reaction conditions: temperature 220 °C, 27.5 
bar pressure, gas composition H2O:CO:CO2:H2:N2 =50:2:8:27.35:12.5, MHSV= 75000 l kg-1 h-1.f, 
Concentration of the methanol collected in the condensate pot after LTS reaction. Concentrations 
determined by GC analysis. g, Table of methanol synthesis productivities and LTS activities normalised 
by copper surface area. * Copper surface area analysis determined by N2O reactive frontal 
chromatography prior to testing. § Methanol synthesis data acquired at 190 °C with steady state being 
at 18 h time on line. ^ LTS data acquired at 220 °C with steady state being at 40 h time on line. It is 
important to note that LTS simulation testing showed that copper surface area dropped significantly 
after 40 h (17 and 19 m2g-1 for zincian georgeite and zincian malachite derived catalysts respectively). 
The inverse correlation between copper surface area and initial productivity also suggests that loss of 
surface area rapidly occurs during reaction and therefore initial rate data is likely to be inaccurate.  
 
Extended Data Table 1| EXAFS fitting parameters for georgeite and malachite. Fitting parameters 
for malachite: S02 = 0.72 as deduced by CuO standard; Fit range 3<k<12, 1<R<3.5; # of independent 
points = 14. Fitting parameters for georgeite: S02 = 0.72 as deduced by CuO standard; Fit range 
3<k<12, 1<R<3.5; # of independent points = 14 
 
Extended Data Figure 5| Spectroscopic analysis of the addition of Zn to georgeite. a, Diffuse 
reflectance UV-vis spectra of zincian malachite (red) and zincian georgeite (black). b, Cu K edge EXAFS 
;χͿ ĐoŵparisoŶ of ziŶĐiaŶ georgeite ǁith georgeite. c, Zn K edge XANES comparison of zincian georgeite 
(4:1 and 2:1 Cu:Zn ratios) with SAS prepared smithsonite. d, )Ŷ K edge EXAFS ;χͿ ĐoŵparisoŶ of zincian 
georgeite (4:1 and 2:1 Cu:Zn ratios) with SAS prepared smithsonite. e, Comparison of observed 
georgeite PDF data with simulated data for crystalline hydroxyl carbonate minerals with similar 
compositions to georgeite; namely aurichalcite, azurite, rosasite, zincian malachite and malachite. 
 
Extended Data Figure 6| Representative DF-STEM and BF-STEM micrographs of 300 °C calcined 
zincian georgeite and zincian malachite. a, DF-STEM of calcined zincian georgeite. Higher 
magnification imaging (Fig. S18(b)) reveals that after the loss of much of the carbonate and hydroxyl 
content has been driven off by the calcination treatment, the majority of the disordered matrix 
material originally present in the precursor has now crystallized and only a very small amount of 
amorphous material remains.  Interestingly the crystallized material is entirely in a nanocrystalline 
form, with a mean grain diameter of 3-4nm, which is just below the detection limit for XRD. Analysis 
of the fringe spacings and interplanar angles from individual grains suggests the material is now mainly 
an intimate mixture of zinc and copper oxides and the small amount of disordered material detected 
corresponds to the residual occluded carbonate material as detected by TGA/EGA analysis on this 
material. b,  BF-STEM of calcined zincian georgeite. c, DF-STEM of calcined zincian malachite. d, BF-
STEM of calcined zincian malachite. 
Extended Data Figure 7| X-ray diffraction analysis of calcined zincian georgeite and zincian 
malachite. a, PDF of zincian georgeite and after calcination at 120°C, 200°C, 250°C, 300°C and 450°C. 
There is little change in the observed PDF up to 250°C other than a slight peak broadening, which can 
be attributed to a reduction in short-range order. The dashed line shows the position of the C–O peak, 
which is retained until above 300°C. b PDF and C, Rietveld fits of zincian georgeite after calcination at 
450°C. The measured data is shown as open circles, the fit is a solid black line and the difference is a 
grey line. Both techniques determine the product to be a mixture of CuO and ZnO (weight ratio of 
68:32 by PDF; 67.7(4):32.3(4) by Rietveld).  d, Ex-situ XRD patterns following calcination of zincian 
georgeite for Ϯ h at: ;iͿ Ϯϱ0 °C; ;iiͿ ϯ00 °C; ;iiiͿ ϰϱ0 °C.  Key: ;○Ϳ CuO; ;) ZnO. e,f, In-situ XRD analysis 
of zincian georgeite (d) and zincian malachite (e) samples during calcination between 300 and 500 °C 
under an atmosphere of static air, with XRD scans every 25 °C.  
Extended Data Figure 8| Cu K edge XAFS analysis of 300 °C calcined zincian georgeite and zincian 
malachite. a, EXAFS ;χͿ ĐoŵparisoŶ of CuO, ĐalĐiŶed ziŶĐiaŶ georgeite aŶd ĐalĐiŶed ziŶĐiaŶ georgeite. 
b, EXAFS (R) comparison of CuO (green), calcined zincian georgeite (black) and calcined zincian 
georgeite (blue). c-e, Linear combination fit of CuO and ZnO with zincian malachite calcined at 300 °C. 
 
Extended Data Figure 9| In-situ characterisation of final state reduced Cu/ZnO catalysts derived from 
300 °C calcined zincian georgeite and zincian malachite. a, XRD of zincian georgeite derived catalyst 
after in-situ hydrogen reduction (2% H2/N2 at 225 °C for 1 h). Fine dotted lines indicate ZnO reflections 
and dashed lines metallic Cu. b, Cu K edge EXAFS FT of final reduced catalysts derived from zincian 
georgeite and zincian malachite. c, Cu K edge EXAFS fit of reduced catalyst catalysts. d,  Zn K edge 
EXAFS FT of final reduced catalysts derived from zincian georgeite and zincian malachite. e,  Zn K edge 
EXAFS fit of reduced catalyst catalysts. f, Electron Energy-Loss spectra (EELS) of georgeite and 
malachite sample, respectively during reduction in the ETEM experiment. The EELS spectra were 
acquired in 2 mbar H2 at ϮϮϱ˚C. shoǁiŶg the fiŶe struĐture of the Cu L2,3 ionization edges characteristic 
for metallic Cu0. g, EXAFS fitting data for Cu and Zn K edge data. Fitting parameters for K edge Cu: S02 
= 0.91 as deduced by cu foil standard; Fit range 3<k<11.2, 1<R<5.5; # of independent points = 
23;*denotes multiple scattering path. Fitting parameters for K edge Zn: S02 = 0.90 as deduced from a 
ZnO2 standard; Fit range 3.3<k<9.5, 1<R<4.8; # of independent points = 16;*denotes multiple 
scattering path. h, XPS analysis of calcined and reduced catalysts derived from zincian georgeite and 
zincian malachite. 
 
  
Methods 
Material preparation 
Supercritical anti-solvent precipitation method for the preparation of georgeite and zincian georgeite 
Copper(II) acetate monohydrate (4 mg ml-1) and zinc(II) acetate dehydrate (2.16 mg ml-1) (Sigma 
Aldrich ≥99% Puriss), were dissolved in ethanol (reagent grade, Fischer Scientific) containing 0, 5 or 
10 vol% deionized water. Smithsonite ZnCO3 was prepared with zinc(II) acetate dehydrate (2.16 mg 
ml-1) in a 10 vol% water and ethanol solution. Supercritical anti-solvent (SAS) experiments were 
performed using apparatus manufactured by Separex. CO2 (BOC) was pumped through the system (held 
at 110 bar, 40 °C) via the outer part of a co-axial nozzle at a rate of 6 kg h-1. The metal salt solution was 
concurrently pumped through the inner nozzle, using an Agilent HPLC pump at a rate of 6.4 ml min-1. 
The resulting precipitate was recovered on a stainless steel frit, while the CO2-solvent mixture passed 
down stream, where the pressure was decreased to separate the solvent and CO2. The precipitation 
vessel has an internal volume of 1L. Precipitation was carried out for 120 min followed by a purge of 
the system with ethanol-CO2 for 15 min then CO2 for 60 min under 110 bar and 40 °C. The system was 
then depressurised and the dry powder collected. Recovered samples were placed in a vacuum oven at 
40 °C for 4 h to remove any residual solvent. Approximately 1.5 g of georgeite is prepared during the 
120 min duration of solution precipitation.  
Co-precipitation method for the preparation of malachite and zincian malachite 
The preparation of standard methanol synthesis catalysts was performed employing a semi-continuous 
process using two peristaltic pumps to maintain pH.  Copper(II) nitrate hydrate and zinc(II) nitrate 
hydrate solutions in de-ionised water were prepared with Cu:Zn molar ratios of 1:0, 1:1 and 2:1. The 
pre-mixed metal solution (5 L, ~ 0.5 g ml-1) was pre-heated along with a separate 5 L solution of 1.5 M 
sodium carbonate. The mixed metals were precipitated by combining the two solutions concurrently at 
65 °C, with the pH being held between 6.5 and 6.8. The precipitate would spill over from the small 
precipitation pot into a stirred ageing vessel, held at 65 °C. The precipitate was aged for 15 min after all 
precursor solutions had been used. 
The precipitate was than filtered and washed to minimise sodium content. The sample was washed with 
6 L of hot de-ionised water and the sodium content monitored using a photometer. The washing process 
was repeated until the sodium content showed no change. The sample was then dried at 110 °C for 16 
h.  Samples were calcined for 6 h at 300 or 450 °C in a tube furnace under static air. The ramp rate used 
to reach the desired temperature was 10 °C min-1. 
 
Catalyst testing 
Catalyst testing was performed with 0.5 g of the calcined catalyst, pelleted and ground to a sieve fraction 
0.6-1 mm for both the methanol synthesis and low temperature water-gas shift test reactions. The 
catalysts were reduced in-situ using a 2% H2/N2 gas mixture at 225 °C (ramp rate of 1 °C min-1), prior 
to the reaction gases being introduced. 
Methanol synthesis 
Testing was performed in a single stream six-fixed bed reactor with an additional by-pass line. After 
reduction the catalysts were then subjected to synthesised syngas (CO:CO2:H2:N2 = 6.9:2:67:17.8) at 
3.5 l h-1, 25 bar pressure and 195 °C. In-line gas analysis was performed using an FT-IR spectrometer, 
which detected CO, CO2, H2O and CH3OH. Downstream of the catalyst beds, knockout pots collected 
effluent produced from the reaction. The contents were collected after each test run and analysed using 
gas chromatography to evaluate the selectivity of catalysts. The total system flow was maintained using 
the by-pass line. 
Low-temperature water-gas shift 
Testing was performed in six parallel fixed bed reactors with a single stream feed and an additional by-
pass line. After reduction the catalysts were subjected to synthetic syngas (CO:CO2:H2:N2 = 
1:4:13.75:6.25) at 27.5 bar pressure and 220 °C. The reactant gas stream was passed though vaporised 
water to give a water composition of 50 vol%. This gives a total gas flow of H2O:CO:CO2:H2:N2 = 
50:2:8:27.5:12.5. The standard mass hourly space velocity (MHSV) used for testing was 75000 L h-1 
kg-1. In-line IR analysis was performed to measure CO conversion. Selectivity was determined by the 
methanol content within the knockout pots downstream of the reactors.  Space and mass velocity 
variation tests were performed at 65 h time-on-line by altering the flow for each catalyst bed.  Relative 
activities were calculated by altering the flow for each catalyst bed in order to achieve 75% CO 
conversion after 75 h time-on-line. The total system flow was maintained using the by-pass line.  
 
Characterisation Methods 
Powder X-ray diffraction (XRD).  
Measurements were performed using a PANalytical X’pert Pro diffractometer with Ni filtered CuKα 
radiation source operating at 40 kV and 40 mA. Patterns were recorded over the range of 10-80° 2θ 
using a step size of 0.016°. All patterns were matched using the ICDD database. An in-situ Anton Parr 
XRK900 cell (internal volume of ~0.5 L) was used to monitor the formation of metallic Cu during the 
reduction of the CuO/ZnO materials. A flow of 2% H2/N2 (60 ml min-1) was passed through the sample 
bed while the cell was heated to 225 °C (ambient to 125 °C ramp rate = 10 °C min-1, 125-225 °C ramp 
rate =  2 °C min-1). The sample was then cooled to room temperature and a 20-100° 2θ scan performed.  
Copper crystallite size was estimated from peak broadening analysis of the XRD pattern using Topas 
Academic30, and the volume weighted column height (Lvol) was calculated based on the methodology 
of Balzar et al.31.  
X-ray fine edge spectroscopy (XAFS).  
Cu and Zn K-edge XAFS studies were carried out on the B18 beamline at the Diamond Light Source, 
Didcot, UK. Measurements were performed using a QEXAFS set-up with a fast-scanning Si (111) 
double crystal monochromator. The time resolution of the spectra reported herein was 1 min/spectrum 
(kmax = 14), and on average three scans were acquired to improve the signal-to-noise ratio of the data. 
All ex-situ samples were diluted with cellulose and pressed into pellets to optimise the effective edge-
step of the XAFS data and measured in transmission mode using ion chamber detectors. All 
transmission XAFS spectra were acquired concurrently with the appropriate reference foil (Cu or Zn) 
placed between It and Iref.XAS data processing and EXAFS analysis were performed using IFEFFIT 32 
with the Horae package33 (Athena and Artemis). The amplitude reduction factor,  �02, was derived from 
EXAFS data analysis of a known Cu reference compound, namely tenorite (CuO). For the fitting of the 
local co-ordination geometry of georgeite and malachite, Jahn-Teller distorted Cu-O bond was difficult 
to observe due to thermal disorder and so were fixed in the model. 
X-ray pair distribution analysis    
Synchrotron X-ray pair distribution function (PDF) data were collected on the 11-ID-B beamline at the 
Advanced Photon Source at Argonne National Laboratory. Powder samples were packed into kapton 
capillaries with an internal diameter of 1 mm. Room temperature powder X-ray diffraction data were 
collected at a wavelength of 0.2114 Å using the Rapid Acquisition PDF method34. The scattering data 
(0.5 ≤ Q ≤ 22 Å-1) was processed into PDF data using the program GudrunX35. 
Fourier transform infrared spectroscopy. 
Analysis was carried out using a Jasco FT/IR 660 Plus spectrometer in transmission mode over a range 
of 400-4000 cm-1. Catalysts were supported in a pressed KBr disk. 
Raman spectroscopy.  
Raman spectra were obtained using a Renishaw inVia spectrometer equipped with an argon ion laser (λ 
= 514 nm). 
Thermal gravimetric analysis (TGA). 
TGA measurements were performed using a SETARAM Labsys analyser with sample masses of ca. 20 
mg heated at 1 °C min-1 under air with a flow rate of 20 ml min-1.   
Evolved gas analysis (EGA).  
EGA experiments were performed using a Hiden CATLAB under the same conditions used in the TGA 
experiments. 
Copper surface area analysis 
Copper surface area analysis was determined by reactive frontal chromatography. Catalysts were 
crushed and sieved to a particle size of 0.6-1 mm and packed into a reactor tube. The catalyst was purged 
under helium for 2 min at 70 °C before being heated under a 5% H2 reduction gas to 230 °C (8 °C min-
1) for 3 h. The catalyst was then cooled to 68 °C under helium prior to the addition of the dilute 2.5% 
N2O reaction gas with a flow rate of 65 ml min-1. The formation of N2 from the surface oxidation of the 
copper catalyst by N2O was measured downstream using a TCD. Once the surface of the copper was 
fully oxidised there would be a breakthrough of N2O detected on the TCD. From this, the number of 
oxygen atoms chemisorbed on the copper surface could be determined. The number of exposed surface 
copper atoms and  the copper surface area was subsequently derived from this analysis. Quoted surface 
areas are calculated using discharged sample mass.  Important note: Recent work has shown that if the 
catalyst is exposed to partial pressures of hydrogen exceeding 0.05 bar then partial reduction of ZnO at 
Cu interface can occur. This will effect copper surface area results due to N2O oxidising both Cu and 
ZnOx. In these cases, alternative techniques, such as H2 TPD will give more accurate data with respect 
to copper surface area.36, 37   
LTS conditions copper surface area analysis  
Copper surface area analysis of the fresh catalysts were carried out on a Quantachrome ChemBET 3000. 
100 mg of sample was packed into a stainless steel U-tube and purged with high purity He for 5 minutes. 
Samples were reduced using 10% H2/Ar (30 ml min-1) heated to 140 °C at 10 °C/min, before heating 
further to 225 °C at 1 °C/min. The resulting catalyst was held at this temperature for 20 minutes to 
ensure complete reduction took place. It is important to note that under this partial pressure of H2 it has 
been reported that ZnO species in contact with Cu can partially reduce. 36, 37   Residual H2 was flushed 
from the system by switching the gas line back over to He (80 ml/min), whilst holding the sample at 
220 °C for another 10 minutes. The temperature was then reduced down to 65 °C for N2O pulsing (BOC 
AA Grade). A programme of 12 pulses of 113 µl N2O with a 5 min. stabilisation time between pulses 
was carried out, followed by 3 pulses of N2 for calibration. Unreacted N2O was trapped before reaching 
the detector using a molecular sieve 5A (pelleted, 1.6 mm, Sigma Aldrich) trap. The Cu surface area 
was determined from the amount of N2 emitted and the post analysis of catalyst mass (Equation 1.). 
Equation 1.   Cu surface area (m²gˉ¹)         =          N2 volume (ml) x NA x 2                                                                     
C                                                                           catalyst mass (g) x 24000 (ml) x (1.47 x 1019 (atoms/m2))                                         
whereby NA = Avogadro constant = 6.022 x 1023 (atoms).  The key assumptions are that the amount of 
N2 emitted amounts to half a monolayer coverage of oxygen and that the surface density of Cu is 1.47 
x 1019 (atoms/m2). The volume of N2 produced was quantified using a thermal conductivity detector 
(TCD). 
After Cu surface area analysis, the samples were kept under N2 and transferred to a LTS reactor. Ageing 
was carried out in a single fixed-bed reactor equipped with a by-pass line. CO, N2, CO2 and H2 were 
introduced to the catalyst bed via mass-flow controllers (Bronkhorst). HPLC grade water was passed 
through a liquid-flow controller (Bronkhorst) and then into a controlled evaporator mixer (Bronkhorst) 
that was heated to 140 oC. N2 was fed through the vapourised water to give a dilute syngas mixture 
(H2O:CO:CO2:H2:N2 = 25:1:4:13.75:56.25). This mixture was introduced at 220 oC after re-reduction 
of the catalyst. The gas flows were controlled to achieve a MHSV of 30,000 L h-1 kg-1. After ageing for 
40 h the samples were transferred back to the Quantachrome ChemBET Chemisorption analyser 
whereby after re-reduction the copper surface areas of the aged catalysts was measured, as described 
above. 
Scanning Transmission Electron Microscopy 
Samples for electron microscopy characterization were dry dispersed onto holey carbon TEM grids. 
They were examined in an aberration corrected JEOL ARM-200FS scanning transmission electron 
microscope operating at 200kV in BF- and DF-STEM imaging modes.  Reliable electron microscopy 
results could only be obtained from the set of zincian georgeite and zincian malachite derived materials 
as these were found to be (i) stable under the vacuum environment of the microscope and (ii) largely 
unaffected by electron beam irradiation. By way of contrast, the Cu-only georgeite precursor materials 
were found to be highly unstable under vacuum conditions (even without electron beam irradiation) 
turning them from a blue to dark green colour, probably due to the loss of occluded water. The 
corresponding zincian georgeite materials showed no such colour transformation under vacuum.  
Environmental Transmission Electron Microscopy 
Samples for reduction during environmental transmission electron microscopy (ETEM) 
characterization were dry dispersed on heater chips (DensSolution trough hole) and then mounted on a 
DensSolution SH30 heating holder. The holder with sample was inserted into an FEI Titan 80-300 
ETEM operated at 300kV.38  The reduction of the samples was performed in-situ by the following 
procedure for both the georgeite and malachite precursors: A flow of H2 was let into the ETEM building 
up a pressure of 2 mbar. The sample was heated from room temperature to 150oC using a heating ramp 
rate of 10°C/min. The final heating to 225°C was done at 1°C/min. The oxidation state of Cu was 
monitored by Electron Energy-Loss Spectroscopy (EELS) during the reduction treatment using a Gatan 
Tridiem 866 spectrometer attached to the microscope. After an extended in-situ treatment of several 
hours at 225°C, HRTEM imaging was performed at elevated temperature in an H2 atmosphere for both 
the georgeite and malachite samples using a Gatan US 1000 CCD camera. 
X-Ray Photoelectron spectroscopy 
A Kratos Axis Ultra DLD system was used to collect XPS spectra using monochromatic Al K X-ray 
source operating at 120 W.  Data was collected with pass energies of 160 eV for survey spectra, and 40 
eV for the high resolution scans.  The system was operated in the Hybrid mode, using a combination of 
magnetic immersion and electrostatic lenses and acquired over an area approximately 300  700 µm2.  
A magnetically confined charge compensation system was used to minimize charging of the sample 
surface and the resulting spectra calibrated to the C(1s) line at 284.8 eV; all spectra were taken with a 
90° take off angle.  A base pressure of ~ 110-9 Torr was maintained during collection of the spectra. 
Gas treatments were performed in a Kratos catalysis cell which mimics the conditions of a normal 
reactor vessel allowing the recreation of reactor conditions and analysis of the chemical changes taking 
place on the surface of the catalyst. Briefly the cell consists of a fused quartz reactor vessel contained 
within a stainless steel vacuum chamber (base pressure ca. 10-8 Torr after baking).  Samples were heated 
at a controlled ramp rate of 2 °C min-1 to at temperature of 225 °C using a eurotherm controller.  The 
catalysts were exposed to an atmosphere of 2%H2 in nitrogen with a flow rate of 30 ml min-1 controlled 
using MKS mass flow controllers, during the heating ramp, the 20 min isotherm at 225 °C and also 
while the catalyst was cooled to 25 °C.  The samples were analysed before and after gas treatment 
without breaking vacuum. 
ICP-MS and CHN analysis  
ICP-MS and CHN were provided as commercial service by Warwick Analytical Services.  
Helium pycnometry  
Helium pycnometry was provided as a commercial service by MCA Services. 
Additional references 
30 Coelho, A. A., TOPAS Academic: General Profile and Structure Analysis Software for Powder 
Diffraction Data, Bruker AXS, Karlsruhe, Germany, (2010). 
31 Balzar, D., Audebrand, N., Daymond, M. R., Fitch, A., Hewat, A., Langford, J. I., Le Bail,  A., 
Louer, D.,  Masson, O., McCowan, C. N., Popa, N. C., Stephens, P. W. & Toby, B. H. Size-
strain line-broadening analysis of the ceria round-robin sample. J. Appl. Crystallogr., 37, 911-
924, doi:10.1107/S0021889804022551 (2004). 
32 Newville, M. IFEFFIT: interactive XAFS analysis and FEFF fitting. J. Synchrot. Radiat. 8, 
322-324, doi:10.1107/s0909049500016964 (2001). 
33 Ravel, B. & Newville, M. ATHENA, ARTEMIS, HEPHAESTUS: data analysis for X-ray 
absorption spectroscopy using IFEFFIT. J. Synchrot. Radiat. 12, 537-541, 
doi:10.1107/s0909049505012719 (2005). 
34 Chupas, P. J., Qiu, X., Hanson, J. C., Lee, P. L., Grey, C. P. & Billinge, S. J. L. Rapid-
acquisition pair distribution function (RA-PDF) analysis. J. Appl. Crystallogr. 36, 1342-1347, 
doi:10.1107/S0021889803017564 (2003). 
35 Soper, A. K. & Barney, E. R. Extracting the pair distribution function from white-beam X-ray 
total scattering data. J. Appl. Cryst. 44, 714-726, doi:10.1107/S0021889811021455 (2011). 
36 Fichtl, M. B., Schumann, J., Kasatkin, I., Jacobsen, N., Behrens, M., Schlögl, R., Muhler, M. 
& Hinrichsen, O., Counting of Oxygen Defects versus Metal Surface Sites in Methanol 
Synthesis Catalysts by Different Probe Molecules, Angew. Chem. Int. Ed. 53, 7043-7047, 
doi:10.1002/anie.201400575, (2014)    
37 Kuld, S., Conradsen, C., Moses, P. G., Chorkendorff, I., Sehested, J.,Quantification of Zinc 
Atoms in a Surface Alloy on Copper in an Industrial-Type Methanol Synthesis Catalyst, Angew. 
Chem. Int. Ed. 53, 5941-5945, doi:10.1002/anie.201311073, (2014) 
38 Hansen, T.W., Wagner, J. B., Dunin-Borkowski, R. E., Aberration corrected and 
monochromated environmental transmission electron microscopy: challenges and prospects for 
materials science, Mater. Sci. Technol., 26, 1338-1344, 
doi:10.1179/026708310X12756557336355,  (2010) 
 
 
